
UHMW Conveyor Wear Tape

UHMW Natural with Adhesive (Skived 54’ Rolls)s

1/4 P6A0327WOV P6A0327WOV P6A0827WOV P6A1027WOV P6A1127WOV P6A1327WOV

1/2 P6A0331WOV P6A1031WOV P6A1131WOV P6A1331WOV

3/4 P6A0335WOV P6A1035WOV P6A1135WOV P6A1335WOV

1 P P6A1039WOV P6A1139WOV P6A1339WOV

P6A1145WOV P6A1345WOV

2 P P6A1049WOV P6A1149WOV P6A1349WOV

3 P P6A1057WOV P6A1157WOV P6A1357WOV

P6A1165WOV P6A1365WOV

5 P P6A1073WOV P6A1173WOV P6A1373WOV

6 P P6A1077WOV P6A1177WOV P6A1377WOV

7 P P6A1181WOV P6A1381WOV

P6A1185WOV P6A1385WOV

10 P6A1193WOV P6A1393WOV

12 P6A0397WOV P6A1097WOV P6A1197WOV P6A1397WOV

18 P6A03A6WOV P6A10A6WOV P6A11A6WOV P6A13A6WOV

24 P6A032FWOV P6A102FWOV P6A112FWOV P6A132FWOV

0.003 0.005 0.010 0.015 0.020 0.030

UHMW Natural with Adhesive (50’ and 100’ Rolls)s

1/2 P6A1431WOV P6A1531WOV P6A1631WOV P6AB331WOV P6A1731WOV P6A1831WOV P6A1931WOV P6A2131WOV

3/4 P6A1435WOV P6AB335WOV P6A1735WOV P6A1834WOV P6A1935WOV P6A2135WOV

1 P6A1439WOV P6AB339WOV P6A1739WOV P6A1839WOV P6A1939WOV P6A2139WOV

1 1/2 P6AB345WOV P6A1745WOV P6A1845WOV P6A1945WOV P6A2145WOV

P6A1749WOV P6A1849WOV P6A1949WOV P6A2149WOV

3 P P6AB357WOV P6A1757WOV P6A1857WOV P6A1957WOV P6A2157WOV

4 P P6AB365WOV P6A1765WOV P6A1865WOV P6A1965WOV P6A2165WOV

P6A1773WOV P6A1873WOV P6A1973WOV P6A2173WOV

6 P P6AB377WOV P6A1777WOV P6A1877WOV P6A1977WOV P6A2177WOV

7 P P6AB381WOV P6A1781WOV P6A1881WOV P6A1981WOV P6A2181WOV

P6A1785WOV P6A1885WOV P6A19851WOV P6A2185WOV

10 P6A1793WOV P6A1893WOV P6A1993WOV P6A2193WOV

12 P6A1797WOV P6A1897WOV P6A1997WOV P6A2197WOV

18 P6A14A6WOV P6AB3A6WOV P6A17A6WOV P6A18A6WOV P6A19A6WOV P6A21A6WOV

Thick/
Width 0.040 0.050 0.060 0.070 0.080 0.090 0.100 0.125

Custom Widths AvailablAA e
Specifications

Film thickness .003 thru .125
Adhesive thickness–elastomeric .005
Tensile strTT engths, lbs/in 60
Adhesion oz/in min. 70
Operating temperature 180º F max
Coefficient of frictionff .11 – .14
Color White or Black
(Custom colors available. Minimum run required.)
Width 1/2” ”
Length ” – .030

50’ ’ .040 – .125

Thick/
Width

Standard: UHMW Natural
Available: UHMW Virgin Black or Anti-Static
Available: With or without Adhesive Backing

TSE offers a unique line of UHMW tape.  We treat the UHMW thin
film to enhance adhesion to an aggressive pressure-sensitive adhesive. 
This tape is designed to hold in the most demanding mechanical applications.

Applications include lining of conveyors, guide rails, chute liners,
chain guides, drawer glides and noise reduction. Excellent abrasion
and wear resistance.
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